VF Series WF Woven Fabric

High Filtration Capacity and High Chemical Compatability

SERIES VFWF High Chemical Compatability
Venefilter Inc., promotes its line VFWF offering a structured formed by
loose outer layers and tight inner layers. This filters provide real depth
filtration, also have high dirty holding capacity and low level of media
migration to ensure chemical compatability and temperature. They
can be produced in range from 0,5 to 150 microns depending of the

need for removal solids, liquids, compressed air and gas.

Features

®  Wound Depth Filter.

® Nominal Retention efficiency. Appl’cat'ons

® |t has wide range of filter media and options for ® Airand Gas.

® |deal for deformable particles removal or process fluid gels. ® Ois

®  Available in lengths up to 60", which minimizes the time change out ®  High Viscosity Fluids
elements and the need for additional housings. ®  Sludge

® |t's a excellent choice like pre-filter for protected another more ® Gels

expensive filter. ®  Petrochemical Industry
® Excellents for oils and Excelentes para lubricantes y fluids from ®  Polymer Filtration
Wells or tanks. ® Aqueous Solutions

® Plant and Animal Qils.

Operating Conditions : e .
P g Technical Especifications
Maximun Pressure Drop 60 ° Psid to 25 °C
Temperature Limits (°F/°C)
Recommended Change-Out 25 Psid Core
Media :
Polypropylene Metal
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VF Series WF Woven Fabric

High Filtration Capacity and High Chemical Compatability

Material Selection Guide

Potable Water
Organics Solvent 4 4 <) 3 4 4 4 4
Oils 4 4 2 2 4 3 4 4
Organics Acids 3 3 4 4 3 3 4 2
Alkalies 3 3 4 4 3 0 1 4
Oxidizing Agents 2 2 1 1 2 3 4 2
StrongAlcr}g;ganics 0 0 4 4 1 2 4 0
DiIuteAI\r;i(:jrsganics 2 2 4 4 2 3 4 1

0 = No recommended 1= Poor; 2= Fair; 3= Good; 4= Excellent

Part Number

VFWF

VFWF 0.5 475: 434" BCF: FDA 3:om DOE: Double —
Bleached Cottom Polypropylene Open End
S: 304
1 478: 478 PET: Polyester Stainless Steel K:2.5" S3:222w/Fin end B: Buna-N
PPF: FDA G:316 .,
3 975: 934 Plypropylens Stainless Steel ;28 S4:222w/Flat end E: EPDM
T:Ti . : )
5 978: 97" £G: Fiber Glass Ste;’ M:2%4 S5:226w/Fin end V: Viton
10 10: 10" N: Nylon N:4.5” S6:226w/Flat end S: Silicone
20 ot PPI: Industrial —_— PG:
195: 19 Palyarapylhe HINUCIED €XP Polyethylene Flat Seal
30 20: 20” R: Rayon S7: SOE w/spring
) NC: Natural .
50 294:; 2914 —— S8: 222 w/spring
75 i B BCl: Industrial np——
' Bleached Cotton )
100 39: 39" FL: Flat end
150 40: 40"
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